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Installation Instructions 

Ensure that the HD or analogue camera is connected to the Mule Transmitter (marked TX).   
The Mule units are not waterproof and must be installed in waterproof boxes if installed outdoors. 

 

Connect the camera video feeds to the BNC connections marked V1 ~ V4.  

 

Take a coax cable from the single video out BNC connection on the back of the transmitter to the 

single BNC in connection on the Mule Receiver.  Connect BNCs from the respective video outputs 

on the Mule Receiver to a compatible DVR or suitable equipment. 

 

If using the RS485 connection, all four video streams can be used as well. This does not apply to 

the MULE102. The RS485 works in the alternate direction i.e from receiver to transmitter. 

 

 

 

 

 

 

LED displays  
The LEDs marked P denote power is connected.   

 

The LED marked ERROR on the TX shows that an error has been detected.  The LED marked 

LINK on the RX shows units are linked. 

 

The LEDs marked V1 ~ V4 on TX denote video connected and on the RX indicate that the video 

signal has been received over the link.  

 

The units are not recommended for audio.

MULE104 4 Channel Coaxial Multiplexer 

The MULE104 allows you to transmit four HD or 

analogue video channels and one separate RS485 

data signal down one 100 metre RG59 co-axial 

cable to a Mule receiver that splits out the signals 

back to the original channels/data. 
 

This Mule is compatible with TVI 3MP, HD-CVI 1080P, 

AHD 1080P and Analogue (CVBS). The Mules require 

12vDC regulated power supplies with 2.1mm DC plug. 

 

No adjustment controls are needed. 

 

Power supplies are included. 
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Installation Instructions 
Ensure that the HD or analogue cameras are connected to the Mule Transmitter (marked TX).   
The Mule units are not waterproof and must be installed in waterproof boxes if installed outdoors. 

 

Connect the camera video feeds to the BNC connections marked V1 and V2. If using the unit as a 

combiner for RS485 data transmission, connect to V1.  

If using unit as a combiner you will need 2 x CON380. 

 

Take a coax cable from the single video out BNC connection on the back of the transmitter to the 

single BNC in connection on the Mule Receiver.  Connect BNCs from the respective video outputs 

on the Mule Receiver to a compatible DVR or suitable equipment. 

 

If using the RS485 connection, only one video stream can be used as well. This does not apply to 

the MULE104. The RS485 works in the alternate direction i.e from receiver to transmitter. 

 

Note that LEDs marked P show that power is connected. The unmarked LED is not illuminated. 

This unit is not recommended for audio. 

 

Model MULE104 MULE102 
Compatibility TVI 3MP/CVI/AHD/CVBS TVI 3MP/CVI/AHD/CVBS 

Video/Data connections Video 4 x BNC in + Data Terminal 

and  1 BNC out 

Video 2 x BNC in & 1 x BNC out - or use 1 x BNC 

in for Data Terminal & 1 for Video  

Power 2.1mm DC socket TX: 300mA  RX: 275mA @ 12vDC TX: 60mA  RX: 275mA @ 12vDC 

Transmission Distance 100 metres using standard RG59 500 metres using standard RG59 

Operating Temperature -30°C ~ +50°C -30°C ~ +50°C 

Case Material Aluminium alloy Aluminium alloy 

Weight 227g 67.5g 

Dimensions 154 x 105 x 29mm 64 x 42 x 23mm 

  

 

 
 

 

 

 

 

   

 
 

All specifications are approximate. Kovert.com reserves the right to change 
any product specification or features without notice. Whilst every effort is 

made to ensure that these instructions are complete and accurate, 
kovert.com cannot be held responsible in any way for any losses, no matter 

how they arise, from errors or omissions in these instructions, or the 

performance or non-performance of the camera or other equipment that 
these instructions refer to. 
 

MULE102 2 Channel Multiplexer/Combiner 

The MULE102 allows you to transmit two HD or 

analogue video channels, or one video channel 

and one RS485 data signal down a 500 metre 

RG59 co-axial cable to a Mule receiver, that splits 

out the signals back to the original channels/data. 

Note that the RG59 must be full size and use a 

single core, to ensure transmission distance.  
 

This Mule is compatible with TVI 3MP, HD-CVI 1080P, 

AHD 1080P and Analogue (CVBS). The Mules require 

12vDC regulated power supplies with 2.1mm DC plug. 

The power supplies are not included. 

No adjustment controls are needed. 
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